
Overview

Cable drum 1" - type I
Product number:   21100103-1 

Options

PU (Pcs)

1

12

Description

Application area: Suitable for shading systems with cable drive
Material: Impact-resistant plastic for high stability and durability
Function: Structured winding of the wire rope via pre-grooved plastic surface
Installation: Two-part design allows retrofitting onto the drive shaft
Capacity: Holds up to 5.70 m of cable
Suitable for: Wire ropes up to 3 mm in diameter and drive shafts of 34 mm
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The Cable drum 1″ – Type I enables structured winding of the wire rope thanks to the pre-grooved plastic surface,
ensuring smooth cable movement within the shading system.

Its two-part design allows for retrofitting onto the drive shaft. The two halves are securely fastened using the
included axle screws, ensuring a firm hold on the shaft.

The impact-resistant plastic protects the wire rope and extends its service life, making the cable drum ideal for
long-term use.

TGU GmbH & Co. KG
Joseph-Monier Str. 2 48268
Greven

Tel.: 02575 - 955 87 0 Fax:
02575 - 955 87 87 email:
info@tgu-greven.com

HandelsregisterAmtsgericht
Steinfurt, HRB 31 56
Gerichtsstand Steinfurt
Erfüllungsort Greven DE
125 543 036

Erstellt am 26.10.2025.
Dieses Dokument stellt kein Angebot da. Es gelten die aktuellen Preise im Online-Shop.
* Our offers are directed exclusively to companies. We do not conclude contracts with consumers. All prices excl. VAT plus shipping costs
and possible delivery charges, if not stated otherwise.


