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PhormiTex 66B 3,35 m

Product number: 19166325
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Erstellt am 25.03.2026.

Width (cm):

335 430

Dieses Dokument stellt kein Angebot da. Es gelten die aktuellen Preise im Online-Shop.
All prices excl. VAT plus shipping costs and possible delivery charges, if not stated otherwise.
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Description

o Application: Energy screen fabric for greenhouse use
¢ Material: Closed fabric with interwoven acrylic yarns
e Width: 335 cm

¢ Shading Rate: Approx. 65%

e Energy Savings: Approx. 60%

e Feature: Flame retardant according to DIN 4102 B1

PhormiTex 66B is a closed energy screen fabric with a shading level of 65% and energy savings of 60%. Its
interwoven acrylic yarns ensure consistent humidity exchange and contribute to a stable greenhouse climate.

Integrated bands allow direct installation using S-hooks. The screen is also optionally available with pre-mounted S-
hooks for easier setup. With a weight of approx. 86 g/m? and a UV stability of 600 kLy, this flame-retardant screen
meets high safety standards and offers lasting efficiency for professional greenhouse operations.

Note: Price refers to base material only. Additional charges for processing (e.g. cutting, sewing) may apply.

Product information

Energy Saving: 60 %
Shading: 65 %
Direct Light transmission: 35 %
Flame retardant (DIN 4102 B1): Yes

UV Stabilization: 600 kLy
Weight (+/- 10%): 86 g/m?
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